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HOW TO SET UP YOUR ELD

1 3A3A 4A

1
Type Info

1
Type Info

Account details

Select Power unit

Power unit

TLY1 

LSGSA58M2M2DT0477

TU78

MNBVCXZLKJHGFDSAQW

Power unit

Trailer 11

K9J5X3Z2M7L8N1P4Q6

New Trailer

Driver ID

Password

Remember Me Forgot Password ?

Driver ID

License Number

OR

New Password

Confirm Password

Reset Your Password
PU34

QAZWSXEDCRFVTGBHNYJ

Select Power 
unit

1

PU99

WSXEDCRFVTGBHNYJUMKI

Trailer 132

B7R3T9Y2U6I1O5P8A0

Select Trailer
1

TL 3354

g2H6J1K9L4M7N3B8V5

Expiry Date

Click Here
2

Login

Click Here
3

Proceed

Click Here
4

Proceed

Click Here
5

MOVE TO TRAILER SELECTION

SKIP TO ELD CONNECTION

PU12

RFVTGBHNYJUMKILOPQAZ

2
Click Here

Trailer Alpha

X4Z9C2V7B5N1M8L3K6

2
Trailer Tango

R1F6G3H8J2K5L9P4O7

Click Here

DONE

SKIP

Log in/ Forgot Password Back to 1 Truck Selection

2

Choose any Co-Driver 
from the list 1

Click Here to select Co-Driver

Co-Drivers

Kiran Joshi

Dev Sharma

Caleb Green

Neil Kapoor

Aryan Kapoor

Rishi Patel

Ethan Bell

Vikram Singh

Noah Ward

Remove Click here to 
remove selected 

co-driver
ECM Linked Devices

1
Click Here

ECM Linked Devices

iOSIX_C5D9

2E:A1:C3:B6:F8:1A

PT30_30B4

7F:A2:C7:G8:F9:1U

Select Device
2

 Device Connected

Engine Status: On

Speed: 2 mph

Odometer(miles): 78912

Engine Hours: 25,000

VIN: 987ABC123DEF456GHI

SSID: 1A2B3C4D5E

3
Click Here to confirm Co-Driver MOVE TO TRAILER SELECTION

Click Here to auto 
remove co-driver 

after 34 Hrs

Search Devices Search Devices

Redirect to Dashboard
3

MOVE TO DASHBOARD

Co-Driver Selection Pair ELD & Confirm Connection



Data Transfer During Roadside Safety Inspections

To meet FMCSA roadside transfer requirements, the Axis Eld mobile application uses Option 1—Telematics 
Transfer Methods, sending data via: 


(i) Wireless Web Services

(ii) Email



(i) Steps for Wireless Data Transfer via Web Services 


Driver has to click on Roadside Inspection on mobile app.

Driver has to Select Wireless Web Services Transfer Method.

Enter comments / inspection code.

Click on Transfer Button.

On successful transfer a message will pop up on the screen that indicates wireless web service transfer 
was successful



(ii) Steps for Wireless Data Transfer Through E-Mail 


Driver has to click on Roadside Inspection on mobile App. 

Driver has to Select Email Transfer Method.

Enter comments / inspection code.

Click on Transfer Button

On successful transfer a message will pop up on the screen that indicates Email transfer was successful



 Steps for Reviewing Driver Duty Logs: 


ELD records for the current 24-hour period and the previous 7 consecutive days in electronic format, can 
also be viewed from Roadside inspection screen

For this the user must open the mobile application and click on Roadside inspection.

Click on “View Driver Duty Logs”



To meet FMCSA roadside transfer requirements, the Compliance Now mobile application uses
Option 1—Telematics Transfer Methods, sending data via:



Data Transfer During Roadside Safety Inspections

Wireless Data Transfer via Web Services Wireless Data Transfer Through E-Mail

Roadside Inspection D & M Roadside Inspection D & M

2
Choose Submission 

Method
Web Email Web Email

2
Choose Submission 

Method

Date: 10/30/2025

Latitude: 25.7654

Time: 08:52:20 AM

Longitude: 72.9876

Date: 10/30/2025

Latitude: 25.7654

Time: 08:52:20 AM

Longitude: 72.9876

Comments (Optional)
3

Enter comment/inspection 
code

Comments (Optional)
3

Enter comment/inspection 
code

4
Click here to review Driver 

Duty Logs
View Driver Duty Log

4
Click here to review Driver 

Duty Logs
View Driver Duty Log

Transfer Click Here to transfer 5 Transfer Click Here to transfer 5

1
Roadside Inspection

1
Roadside Inspection




